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REQ'D

1a 707-520 Motor housing, upper grey 1

1b 707-524 Motor housing, upper black 1

2a 707-530 Motor housing, lower grey 1 24 707-087 Driving Carrier 1

2b 707-532 Motor housing, lower black 1 25 706-521 Comb screw cattle/horse 2

3 707-538 Air filter 1 26 707-088 Circlip for shaft size 3.73 1

4 707-540 Tension nut red 1 27 706-507 Crank drive block 1

6 707-546 Fan wheel 1 28 707-089 Crankshaft 1

7 707-552 PCB 120V 1 30 706-517 Pressure spring 1

8 707-553 Switch cover 1 31 707-091 Tension sleeve 1

9 707-555 Cord 1 32 706-510 Distance screw 1

10 707-557 PT-screw Kombitorx KA30x16 6

11 707-094 PT-screw Kombitorx KA40x16 6

12 706-523 PH-screw M4x10 1

13 707-081 Anti-kink sleeve 1

14 707-057 Cable with USA plug 1

15 707-083 Cable grip USA 1

16 706-524 Circlip for shaft size 6 1

17 707-084 Cogwheel Z35 1

18 707-558 Clipper head insert 1

19 706-518 Laminated spring 2

20 706-514 Centering bush 2

21 706-520 PH-screw M5x14 2

22 706-511 Pressure Plate 1

Rev-A 1/9/15

Clipper head insert complete without 

blades
1

2

35 707-560

When ordering repair parts, include part number, part name and model of trimmer. For best performance, trimmer blades should be CLEANED and OILED with Andis 

Clipper Oil before and after use,  If repair is necessary, return to any Andis Authorized Repair Service Station, or to Andis Company, 1800 Renaissance Blvd., 

Sturtevant, Wisconsin, 53177 U.S.A.. Pack carefully, mail either Insured Parcel Post, or U.P.S. , attach a letter to outside of package explaining difficulty.

IMPORTANT INFORMATION

Socket head cap screw partially 

threaded M3x6
706-52523
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